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1 Installation

1.1 Install VMS Lite

VMS Lite needs to be installed before using VMS Lite, the installation steps are as follows:
Step 1 Select the VMSLite installation file

L

'VSLite for Mac Setup.pg

& VMSLite for Mac * & VMSLite for Mac Setup.pkg

Step2  Click Install to complete the installation.
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1.2 Uninstall VMS Lite

You can follow the steps below to uninstall VMS Lite.
Step1l Choose to uninstall the file, as shown:

‘e0 @ % VMSLite for Mac

¥ VMSLite for Mac

Step 2 Double-click the uninstall file to start uninstallation.
‘® W T "VMSLite for Mac Uninstall”

ARi0{E R “VMSLite for Mac Uninstall" &35
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Step 3 Click Continue to complete the uninstallation.
After uninstalling, click "Close"

oo 0 @ BE"VMSLite for Mac Uninstall”
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2 Use and operation instructions of VMS Lite

Locate "VMS_Lite.app" in your application and double-click to launch the application. As shown:
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The first time you run the application you want to add an administrator user.

VMS Login

The first login of this system,please add a administrator.

User
Password

Repeat password

When the superadministrator user adds success, the program automatically enters the main
interface.At this point, the device will be added to the interface, and the device can be added to
the description of the user's use and operation

instructions.

B Home ® Device Man

Added Devices  ( Devices:0, Selected:0, Total Channels:0 )

Online Devices ( Devices:71, Selected:0, Total Channels:421 )

172.18.193.6 8 o 62:9C1A:28:55:25 NVR_HI3520D_4 v5.1.39

Tips:
® The first user added to the system is a super user,it has the highest authority.

®  For safety,You should complicate the password settings for the superuser.



2.1Management function usage and operation instructions

Manager can use this to set the configuration and to operating other users.Therefore, this

chapter mainly focuses on this part.

2.1.1 Login

Depending on the permissions, users can be divided into managers and operators.Different
permissions correspond to different identities.

X

VMS Login

User
.iJuﬁi; —
Password

Remember Password = Auto Login

Connect

N

Login to enter the main interface as follows:




2.1.2Add hardware

Add new devices to the managed module &|.At this time, the hardware device scan in

the LAN will be automatically displayed as shown below.

Mon lient

Added Devices ( Dev , Selected:0, Total Channels:0 )

2017/11/3020:12:12 > — & X

Online Devices  ( Device: e Total Channels

Herospeed,NVR 17218194.184 o LA 3 NVR_WIFIHI3520D2G 4 V7.1494
Herospeed,NVR 172.18.190.186

Herosp VR 1721819

Herospeed, NVR 172.18.197.182

Herospeed,NVR 172.18 8

Herospeed XVR 17218195.123

2.1.2.1 Adding scanning equipment

Choose the equipment you need and click



Monitor Client 2017/11/30201212 3 — & X

Added Devices ( Devices:0, Selected:0, Total Channels:0 )

Online Devices  ( Devi elected:0, Total Channels:457 )

17218194.184 o ). NVR_WIFIHI3520D2G 4 V7.1494

172.18.190.186

4.V7.1454

v7.1483

.Otherwise, refer to configuring the automatic validation section for configuration,

or manually enter the user and password for configuration.

 Add Devices X
Type IP addresses
Type the IP addresses of the hardware you want to add to your system. You can speed up the scanning process by selecting the

appropriate protocol of the devices. We will use your inputed user and password primarily to connect,but if you don’t input them,we
will try to use default.

Add Hardware Devices
172.18.194.184
172.18.190.186

172181936
172.18.197.182

P2P IPC

Click next to complete the validation,and click o add the device to

thesystem.The following diagram is shown below.



Monitor Client 2017/11/302024:06 & — & X

elected:0, Total Channels:214 )

Online Devices ( Devi elected:73, Total Channels:457 )
=

B nR erospeed,NVR 194.184 0 ; NVR_WIFIHI3520026_4.V7.1494
E NvR eros VR 172.18190.186

erospeed,XVR Yes 6A:85:EA2FF6:14 SD v7.1483

2.1.2.2Configuring automatic verification

For convenience of adding devices, automatic verification can be selected.Enter the relevant
interface and click on the default username password to add relevant information.

Type IP addresses

will try to use default.

Add Hardware Devices
i IP i Port |
80

Add P2P Devices

i Num

Pop up adds user name and password dialog box(Try to input all user and password
combinations to add to the device).



Online Devices  ( ice , Sele , Total Channels:457 )
=

Herospeed,NVR 17218194.184 8 o A 3 NVR_WIFIHI3520D2G_4 V7.1494

\_HI3520D_4 V7.1454

45 8 v7.1483

2.1.2.3.1 IP address is added hardware

Enter the IP or domain name, port number, user name, password, and the number of
channels to choose the type of new equipment Driver.

Add Hardware Devices

Auto




2.1.2.3.2 Add hardwareSerial Numbers

Input Devices SN code to add P2P device.

Add P2P Dev

Series Num se rd [Channel Num Protoco Status

1 P2P IPC

Completed manually add devices, software can add up to 64 channels.

al Channels:214 )

2.1.2.4edit device properties

Device properties can be operated directly on the device management interface,Select the

device that needs to be operated, and click

Added Devices  ( Devic Selected:1, Total Channels:214 )

172.18190.166 OnvifIPC 172.18190.166

1721819031

1721

Pop up device properties dialog box.

10



MName 1721819031

Ip 172.18.190.31

Port
Protocol OnvifIPC
Channel Count EE

admin

Here you can modify the device name, device port number, the number of devices, the
device login user name and login password.

2.1.2.5 Remove equipment

Check out the device that needs to be removed and click delete.Other information
associated with the change device will also be deleted automatically.

Monitol

Added Devic e e otal Channels:214 )

8999
80
80
8999
8031

8032

Online Devices ( Devices:77, Selected:0, Total Channels:469 )

2.18.194.184 8 o | A:1D:1F:38:6¢ NVR_WIFIHI3!

2.1.3 Storage Configuration

Displays storage configuration information for all devices.

11



me ~ ¢ Store Sched

Template

Template-> | cvms/record

Ne: 5 Main strea C:/VMS/Record
Ne:
Ne:
Never
17218194183 1 Ne
172181901861  Ney
172.18.190.180_1 Nex
Never

Never

Click on the left to display all channels, channels of a device, or channel information of a
single channel.This information is shown in the figure above.

\ Client

Template

Template-> | cvms/record

1721819031 1 Ne 5 Main strea C:/VMS/Record
Ne:
Ne:

Never

194183

b 172.18196.109

.18.196.44

2.18.196.89

You can also manually search for the specified device,click - .

2.1.3.1 Configure the storage path, stream type, retention time

Click the red arrow location to save time, video stream, and video path settings.

12



LR - Store Sched

Template-> / | cvms/record

17218193147 1

17218198171 1

17218197187 1 e 5 stream
17218197182 1 5 Main stream
17218194183 1 5 Main stream
172.18.190.186_1 5 Mai
172.18.190.180_1 er

17218195123 1 Never 5 Main stream
172181961101 Never 5 Main stream
17218195198 1 Never 5 Main stream
17218198172 1 Never

172181961091 Never 5 strea C/VM

When the information about the channel is modified, the system will pop up the save
prompt button.You can choose whether to modify the channel or cancel it.

LR - Store Sched

| cvms/record

17218193147 1

17218198171 1 e 5 stream
17218197187 1 5 Mai
17218197182 1 5 Main stream
17218194183 1

172.18.190.186_1

172.18.190.180_1 Never 5 stream
17218195123 1 Never 5 Main stream
172181961101 Never 5 Main stream
17218195198 1 Never

Never

172181961091

2.1.3.2 configure the recording type, time change

According to the demand, different video trigger types can be selected, and the
corresponding plan type can be selected after selecting the video type.You can choose the default

plan type, or you can customize the time plan information based on the actual requirements.

13



Monitor Client

TS Store Sched

Template

Template otion detection A Main stream C//VMS/Record

Main stream
lain stream VMS/Record
Motion...ection
i . ain stream C/VMS/Recor
Main stream C:/VMS/Record
Main stream /VMS/Record
lain stream AS/Record
Main stream
in stream
Main stream
in stream MS/Record
Main stream

MS/Record

onitor Client

Template-> i C/VMS/Record

Camera Summary

Main stream
Main stream
Main stream
Main stream
Main stream
Main stream
Main stream
Main stream
Main stream
ain stream
Main stream
18.196.109. Main stream

2.1.3.3 Configuration Planned attribute

Click edit to enter the plan configuration screen, and click on the drop-down box to select

the new option.

14



Record Period
Schedule legend:
DI
00:00 0200 0400 06:00 0800 10:00 1200 1400 16:00 1800 20:00 2200 24:00
|II\|IHII\|IH|III‘IHIII‘III‘IH|HI‘III‘III\II‘III‘HI‘\IIIII|\II‘HI‘HI|HI‘HI\II|\II‘
00:00 02:00 0400 06:00 0800 10:00 1200 1400 16:00 1800 20:00 22:00 24:00
|II\|IHII\|IH|III‘IHIII‘III‘IH|HI‘III‘III\II‘III‘HI‘HIIII|\II‘HI‘HI|HI‘HI\II|\II‘
00:00 0200 0400 06:00 0800 10:00 1200 1400 16:00 1800 20:00 2200 24:00
|II\|IHII\|II\|III‘II\III‘III‘II\|HI‘III‘III\II‘III‘HI‘HIIII|\II‘HI‘HI|HI‘HI\II|\II‘
S 00:00 02:00 0400 06:00 0800 10:00 1200 1400 16:00 1800 20:00 22:00 24:00
i |II\|IHII\||I\|III‘II\III‘III‘IH|HI‘III‘III\II‘III‘HI‘\IIIII|\II‘HI‘HI|HI‘HI\II|\II‘
00:00 0200 0400 06:00 0800 10:00 1200 1400 16:00 1800 20:00 2200 24:.00
\II‘III‘HI‘\IIIII|\II‘HI‘\II|HI‘HI|\II|\II‘
00:00 02:00 0400 06:00 0800 10:00 12:00 14:00 16:00 1800 20:00 22:00 24:00

T
[HEE

00:00 0200 04:00 06:00 0800 10:00 12:00 14:00 16:00 1800 20:00 22:00 24:00

Start time: 00'00 End time: 235?

The planning page can manually drag and drop the setting time information or the
information of the scheduled time can be set by entering the time point.When dragging the time
error, click the right mouse to delete the time setting of the date.Click Ok to complete the
Settings of the video program.

Record Period Record schedule

hedule: Schedule legend:
| IIm

0000 0200 0400 0600 0800 1000 1200 1400 1600 1800 2000 2200 2400

o e e e e e e e e T e e e e e e e e

0000 0200 0400 0600 0800 1000 1200 1400 1600 1800 2000 2200 2400

I o e e e e e e nn e

0000 0200 0400 0600 0800 1000 1200 1400 1600 1800 2000 2200 2400

[ o [ e oo o mm

0000 0200 0400 0600 0800 1000 1200 1400 1600 1800 2000 2200 2400

I e o
0000 0200 0400 0600 0800 1000 1200 1400 1600 1800 2000 2200 2400

Thursday
Y i

00:00 0200 04:00 06:00 08:00 10:00 12:00 14:00 16:00 1800 20:00 22:00 24:00

Saturday
00:00 02:00 04:00 06:00 0800 10:00 1200 14:00 16:00 1800 20:00 22:00 24:00

Sunday

Start time: 0300 7. End time: 235‘!

15



2.1.3.4Configuration Template

When a large number of channel configuration information needs to be modified, you can

configure the template first and then apply it to the specified channel.

Template

Template-> | m ~| C/VMS/Record

As shown below:
1> Edit Template
2> Select the template you want to apply the camera
3> settings to the camera

LRS-  Store Sched

Monitor Client

Template

Template-> ete [new 1[5 C:/NMS/Record

Camera Summary

17218193147 1
172.18.198.17.

17218197187 1
17218197182 1

17218194183 1

172.18.190.180_1

17218195123 1

2.1.4User Management

You can add, delete, and modify users in the "user".

16



o1 1 Super User

2.1.4.1 Edit User Information

Click ,the "add user" dialog box will pop up.

User Information
User Type: QOperator User Name:

assword(r

= M 1 AVI  subscribe
User Access Camera j'_ar_\u.a Playback L bL_” :
Recording Export Alarm

Live [172.18.190.186_1 Fa = i
M Playback [#172.18.190.186 2 & ] 7] ]

¥ Edit Views [#172.18.190.186 3 [¥] [+ e ¥ ]
[+ [+l

A All Cameras [#172.18.190.186 4

Item Function

The user's user type is divided into administrators and operators.

User type . . o
Different user types have different permissions.

17




User name Set the login name for this user.

Password Set the user's password.

Password(repeat) | Enter the user's password again.

user access Current user's permissions.

Current user related camera permission information.

Configure "user type", "user name", "password", "confirm password", and relevant
permission information. Single machine "save" to add user.
Introductions:

Superadministrators have the highest permissions and only one, but only when the system is
first run. Super user can add administrator type user and operator type user. The administrator
can only add operator user types. The permission of the user access is not greater than that of

the parent user.

2.1.4.2 Edit User Information

Modify user related information.You can operate this user account and the account with
lower authority than this account.Select the user line that you want to edit, and click the “Edit

user” button.

001 1 Super User

Monitor Client 2017, 0109:07:02 & — & X

You can modify the user in the dialog box that pops up.The information in the red and yellow
boxes can be modified when the user has a lower access account,But the operating account is

not in the yellow box for the login account.

18



Super User User Name:

Password: e

S \", » scribe
User Access Camera ive PTZ r.Ianu_ai Playback At iy
Recording Export Alarm

H Live [17218.190.186 1 ¥ [ [+ =
B Playback [B172.18.190.186 2 Fa Fl 2] = ]
M Edit Views B172.18.190.186 3 ¥ ¥ ¥ ¥ &

B All Cameras R 17721819018 4 [ [

¥
]
]
[

2.1.4.3 Delete user

When you click on non-logged-in user,lH:- it becomes operational.Clicking

on the delete user button will pop up the "confirm delete user" dialog box. Confirm that the user

is deleted.
Explain:

The user list will display users and users with lower permission based on the permission of

the user.Users can only delete users with lower user rights than users who log in.

2.1.5 System parameter settings

The system parameters include some basic login information configuration, system language
selection, storage location selection and advanced service management and import and export

configuration.

19



Monitor Client 20 91210 B — & X

System Settings

System Options s
Login Options Remember Password

Auto Login

CAVMSLite\Picture
CAVMSLite\Expor t

C\VMSLite\Record

| [1mport Data |

Auto Switch to Main Bit Stream,When Video Window is Maxed

2.1.5.1 Setting of basic parameters

The basic parameters are shown in the red section below.

Monitor Client 2017/12 9:1210 > — & X
B Home W Settings

System Settings

System Options.
e i Remember Password

Auto Login

CAVMSLite\Picture
CAVMSLite\Expor t

C\VMSLite\Record

Auto Switch to Main Bit Stream,When Video Window is Maxed

(1) Login Options:The login options module and login interface login options are
consistent.Users can set their own requirements to remember passwords and automatic login,To
facilitate the landing operation or to ensure the security of the system.

(2) Language Option:Language options support the multi-lingual switch,the switch to the
language will need to restart the VMS Lite software.

20



B Home 3% Store Sched [l BSSHLNS

System Settings

System Options s
Login Options Remember Password

Auto Login

fie | | To make the new language effective, you must restart the program.

CA\VMSLite\Picture

CAVMSLite\Expor t

CA\VMSLite\Record

nt Option

Other Option Auto Switch to Main Bit Stream,When Video Window is Maxed

(3) Storage Option:Storage options can be set to capture images, export video, and record
video and other storage locations.

(4)  Management Option:The automatic switching of the code stream automatically
switches to the main code stream when the window is maximized.

Other Option Auto Switch to Main Bit Stream,When Video Window is Maxed

2.1.5.2 SettingsAdministration options Settings

The administration options include setting up the VMS Lite_ Server service and importing

the export client.

2.1.5.2.1Setting of service state

Background VMS Lite_Server program control.

21



Monitor Client 2 1914 B — & X

B Home W Settings

System Settings

System Options -
Login Options Remember Password

Auto Login
[English

CAVMSLite\Picture
CAVMSLite\Expor t

C\VMSLite\Record

mport Data |

Auto Switch to Main Bit Stream,When Video Window is Maxed

The state of VMS Lite Server can be controlled. Only after the status of the video can be
stored, the device state can work normally.

2.1.5.2.2 Import the export client configuration

The relevant configuration of the client is exported, convenient and convenient for the client
configuration.Export configuration generation. SQL file save. The import will configure the
relevant.sql file import.

SURPRRNCTAY (moort Data

Step2  Chose “Yes”.

ﬂ This action will overwrite the current data

and restart program,are you sure?

Step 3 Select the specified configuration file in the pop-up import configuration dialog box.
Step 4 After the configuration is successful, restart the client.

2.1.6 View Settings

The role of view is that you can pre-edit content layout and views good views, quickly switch
the video area. And there will be saved to the VMS platform for later use.

22



Monitor Client 2017/12/01 09:23:00 > — & X

B Home 2% View Setup

Video © Other

2.1.6.1 View Editor

2.1.6.1.1New View

i
Click the Add button- to select the desired view layout type

Monitor Client 2017/12/01 09:24:34 > — & X

43Portrait ¥
:9 ¥
16:9Portrait  »

2.1.6.1.2view content editor

There are four types of views content, 1 Camera 2 Image, 3.HTML page 4 video carousel.
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Select the view for editing.

B Home 8 View Setup

BdVideo  © Other % View Property

Monitor Client 2017/12/010927:01 B — & X

able Carousel

Tim

% Item Property

1> Set View window to add a video device, select the camera, onto the target window

to complete the video to add.

B Home 8 View Setup

172181901661 2 % View Property

Monitor Client 2017/12/010929:19 B — & X

able Carousel

Tim

190180
190186
190.205 Not Start

% Item Property

Bit stream: [Main stream

Apply o Al Video Windows |

2> Set the page view window to add text
Click on other items

Select the "HTML page”
Dragthe specified window

o T

o

Enter the web address
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Monitor Client 2017/12/010931:34 B — & X

B Home £% View Setup

17218.190166_1 % View Property

HTMI
8 Enable Carousel
Image

C

Enter the URL that you want to open, o the path of the HTML page on the local comp

% Item Property

[ cancel

Page

3>  Set View window Add image
a. Select the "Image"
b. Drag a specified window
c. Select a picture
T T2 93403 B = 8 X
o Vicw Property

B Enable Carousel

» B » FHRE (C) » Program Fles (x86

s
sl BSAERE

aE
Subversion .

|- Evd help
1B = imageformats 2 Item Property
3% Skin

Database

& ER translation

o i
< FHERE (C)
@ ERTE D)
CosRINE (F) 2

sziEE ) | + |[image Fiebmp *jpeg *ipc -
I

4>  Set window view window to add round robin
a Select the "round robin"
b. Drag a specified window

o

Select the desired window polling device

&

Set the video window polling time
e. Set the video stream type
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tor Client g AdHELF 2017/12/0109:4505 B — & X

B Home £% View Setup

% View Property

HTML Page Carousel setup ® Enable Carousel

Image

d videos
Ca

18190.166_1
v & 17218.190.180
W 172.18190.180_1

v & 17218190186 & Item Property

rousel timi Tip: double click the pane to enter the edit state.

| Carousel setup.

2.1.6.1.3Modify the view name

Double-click to modify the view to enter edit mode, modify the view name.

Monitor Client 2017/12/0109:47:20 > — & X

B Home 5% View Setup

© Other & View Property

B Enable Carousel

& Item Property

2.1.6.1.4 Delete View

Select the Right View pop-up menu select Delete View.
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Monitor Client 2017/12/0109:4823 B — & X

B Home £% View Setup

© Other % View Property

B Enable Carousel

% Item Property

2.1.6.1.5 Set View polling

1> select the "Turn round robin"
2> set the polling interval

3> Set the video polling stream

Monitor Client 2017/12/0109:50:10 > — & X

B Home 5% View Setup

Bl = View Property

HTML Page =
M Enable Carousel

Image

C

& Item Property

| Carousel setup,

2.1.6.1.6 Save Edit

Rear view of editing you must remember to click Save to take effect.

o
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Monitor Client 2017/12/0109:5219 B — & X

B Home 8 View Setup

Bl = View Property

HTML Page
. able Carousel

Image . . ousel Tim

C

% Item Property

| Carousel setup.

2.2 Operation function and description

After the VMS Lite configuration is complete, you can use VMS Lite preview, playback,
electronic map, and other functions.

2.2.1Live Preview

Live Preview Interface

B COrEG O 6 M A

0

Monitor Cli

o 172.18190.32
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2.2.1.1 Live Preview Features

Monitor Client 2017/12/0109:5525 B — & X

& 17218190180

o 17218190186

1> View round robin: All round robin round robin set up view
2> Image size:

a. routine: The image is displayed in real scale.

b. Stretch: The image is displayed in the windowsize.
c. 1 times: the image is not scaled.

d. 2 times: 2 times image to enlarge.

e. 3 times: 3 times image to enlarge.

3> View: Select the type of layout view window.

4> Snapshot: snapshot picture of the current window.

5> Close the current camera video.

6> PTZ control (only enabled devices that support PTZ control is effective).
7> Full Screen: Full-screen view

2.2.1.2 View switching video

User set a good view layouts to quickly switch view preview video.
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Monitor Client 2017/12/0110:0452 B — & X

om:

OEG O mA

M Video

2.2.1.3 Select a camera preview video

Select the camera onto the specified window preview video.

lient

2.2.1.4 PTZ control

a.Select the required PTZ control window.
b. In the PTZ console window for the selected PTZ control.
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Need equipment to support cloud control,

PTZ control

Speed —

1> Direction control, support rotation in 8 directions
2> Zoom function

3> Narrow function

4> Much focus

5> proximity focus

6> Aperture closed

7> Aperture open

8> The cloud turns the speed

2.2.1.5 Video Window Toolbar Function

a.stop the current window and open video
b. Image capture

c. Local Recording

d. talkback

e. sound.

f. Stream Switching

G.Fish eye

h. digital zoom
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Manitor Client

|172.18.103.153.1 881206 Kbps
B1/4272007 PRI 1ef@@iiT

u User Start/Stop
& Snapshot
= Local Record

B . oosier

Microphone

Digital Zoom

2.2.1.6 View polling

Click the button to open the round robin round robin view, click again to close
the round robin.

Monitor Client

2.2.1.7 Full Screen

Click to view full-screen to enter full screen mode, right-click on the screen to exit full-screen
button to exit full-screen mode.
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17218190166 1 935.768 Kbps

2.2.2Playback

Playback is divided into platform video playback and video playback devices.
Under VMS platform playback only in case of server configuration can have playback device
playback only in the case of video equipment to playback.

2.2.2.1 Playback Interface Features

Monitor Client 2017/12/0116:00:56 & — & X

 View(2x2)

No play

™ 172.18.193.153 1
v m 1721819337 Not Start
™ 172.18.193.37.1

198.205
™ 172.18.198.205 1

v m 17218193151

™ 172.18.196.89 1
193.157
193.157.1
v m17218.198.228
17218

v m172.18.19!

™ 17218.195.176_1

v« m17218.197.187

™ 17218,

2017-12-01 | 16:00:49.106
197.188_3

™ 172.18.197.188 4

1> image size
a. routine: The image is displayed in the actual proportion
b. Stretch: The image is displayed in the window size
c. 1times: the image is not scaled
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d. 2times: 2timesimage to enlarge
e. 3times: 3timesimage to enlarge
2> Snapshot: Save the currently selected video playback window
3> Export
a. playback platform to export the currently selected playback video window, select the
time period
b. equipment playback in the export file selected in the list of video files
4> Device: Enter the playback interface device

5>Full screen: view into full screen mode

2.2.2.2 platform video playback

2.2.2.2.1 switch views video playback

View user edited video playback fast switching.

B Home B3 view(2x2)

Monitor Client 2017/12/0110:37:59

1 AL R RN

5 Minutes

2.2.2.2.2 The limiting choose camera video playback

Select the desired camera onto the specified window.
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Monitor Client

Ry View2x2) EPTRILIS  View(2x2)

172.18.193.153 1 No play

v m 1721819337 Not Start

»172.18.193.37.1

01 | 16:00:49.106

™ 172.18.197.188 4 3 B 5 Minutes

2.2.2.2.3 Video Search

Enter playback interface or playback interface switching view, the view will automatically
search out all the time in the video window, and displayed on a timeline.

Timeline of type:
1> in the timeline shows the currently selected window video timeline.
2> In the following timeline shows the current view all the video cameras and the

timeline set.

2017-12-01 | 15:26:46.880

1> MW

2.2.2.2.4 video playback

2.2.2.2.4.1 synchronous playback

Click the play button to start video playback, the playback mode to view simultaneous
playback, the view in the window will play back video at the same time.
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Monitor Client

B Home By View2x2) PR B View(2x2)

|uua 193.153_1

8193153
™ 17218.193.153 1
v m 1721819337 Not Start

™ 17218.193.37.1

2017-12-01 | 16:00:49.106

™ 172.18.197.188 4 ]

Synchronous playback function Toolbar description:

Y 15:26 2017-12-01 15:26:46.880

L) 1> e M

1> Playback area:You can select the playback range, in this range loop playback.

LI ]

2> 1 multiple playback: fast switching to a multiple of the playback.
3>  Playback multiple adjustments.

4> Quick search video.

5>  Start / pause playback.

6> single-frame playback.

7> The current window of the first video segment.

8> The current window of ten Previous video segment.

9> The current window of the next video segment

10> The current window of the finallyvideo segment

11> The timeline display range.

2.2.2.2.4.2 independent playback

12> If you only need a video playback window, you can use a separate playback.
Independent playback video window will not be synchronized playback control toolbar.
Independent playback window in the simple playback control bar.

13> Independent playback window in the window toolbar, click the independent
playback button to playback individually.
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Manitor Client

m Home view(2x2) [EEICEY ® vie

172.18.193,153_1

2017-12-p1 | 16:01:19.400 02

I e W

5 Minutes

2.2.2.2.4.3 loop playback

You can specify a time range for continuous loop video playback.

Manitor Client

B Home

172.18.193.153_1

Not Start

P MW

2.2.2.3 Export Video Platform

You can export the video server in the client on demand. You can export the view in the
window of a video recording, video can also be exported in view of all of the video window.
Video exported for use:

1>  Select the time range you want to export.
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Menitor Client 2017/12/01 16:02:15
B Home [ORCER 4 Store B View(2x2)

| 172.18.193.153_1

2.18.193.153 1

= 172.18.193.37 Not Start

172.18.198.205_1
= 172.18.193.151
™ 172,181
™ 172.18.196.89
™ 172.18.196.
= 172.18.193.1
™ 172.18.193.157_1

18.198.228

™ 172181

- 172,181 LA B 5 Minutes

Manitor Client 2017/12/01 16:06:25

B Home [ORCER 4 Store B View(2x2)

172.18.193.153_1 - 2017/12/01 16:01:40 2.997 Mbps
Bis12s2847 Pl 16i837i8

172.18.198.205_1
= 172.18.193.151

™ 172.18.193.151 1
™ 172.18.196.89

™ 172.18.196.
= 172.18.193.157

™ 172.18.193.157_1

18.198.228

™ 172.18.197.188

18.197. : 1] 160141751 2
™ 172.18.197.188 !

- 172181 b @ I e MW ]

3> Click the Export button.

5 Minutes
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Manitor Client 2017/12/01 16:

|172.18.193.153_1 - 2017/12/01 16:01:40 2.997 Mbps
Bis1zsze47 Pl 16i83ii8

v mServer
v = 17218.193.153
8.193.153 1
= 172.18.193.37
™ 17218.193.37.1
= 172.18.198.

™ 172.18.198.205_

™ 172.18.196.89
.18.196.89_1
= 172.18.193.157
™ 172.18.193.157_1

= 172.18.198.228

8.197.188_1

- 172.18.107.188 € 16:01:41.751

I e MW

4> Select the name and location of the exported
Monitor Client

172.18.193.153_1 - 2017/12/01 16:01:46 2.669 Mbps
Bis1zszed? Fni

™ Video

= 172.18.193.37
™ 17218.193.37.1
™ 172.18.198.205
Task name:  1171201160124T020171201160224)
™ 172.18.198.205_1

ensior  mov
save path:  {Users/CosB/Export Browse.
™ 172.18.196

™ 172.18.196.89_1

8.103.157 Expart Cancel
™ 172.18.193.157_1

= 172.18.198.228

16:01:44.510

b @ I e MW

5>After the export is completed in management functions in the export list to view
details
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LU < export 2 View(2x2)

2017/12/01 16:08:05 Export20171201160124T020171.. 172.18.193.1531  0:1:0

Click the finish button to quickly jump to the export video specific location.
1) Click "finish" and the button becomes "details".

2) Click "details" to pop up the "details" prompt.

State: Download finish

Detail:

3) Click on the green content below "detailed" to locate the video location quickly.

2.2.2.4 Device Playback

Click the red arrow to mark "find device" to enter the device video playback interface.
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Monitor Client 2017/12/0111:1828 B — & X

B Home

4 2017 »
Mon. Tue. Wed.Thu.

SR
2 1B 1S
19 20 21 2 Qe
%6 27 28 29 3 WNDL S

WND2

WND3

2, Search
. WND4

Sync Control I B LR

1> Select the channel to be played back in the device list and drag the playback window (5)
2> select the date to be played back

3> Select recording type

4> Video Search

5> Playback Window

6> Recording Schedule

7> Select synchronous control video playback

8> Video Playback speed control

9> Recording Playback Controls

10> View Control

2.2.2.4.1 Select playback video camera

Select playback video camera
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B Home

B File List

172.18.190.180_1

Play-Back stream start failed

2017 4 Dec »
Mon. Tue. Wed. Thu. Fri,_Sat. Sun.
2[5
SREIE
2B ou s
1 20 2 2 aa
% 27 28 29 3  WND1
 WnD2
= WND3
_ wnDs

M Sync Control X L LI B I LI

2.2.2.4.2 Video Search

After dragging the camera view automatically search out all the windows in the view to set

the date of the recording time, and displayed on a timeline.

9770411874947 1 - 2017/12, x00:16 451.434 Kbps

4 2017 * 4 Dec *
[Mon. Tue. Wed. Thu. Fri. Sat. Sun.
[EEENE]

|#iislle 789 (10
112 13 1415 16 17
|18 19 20 21 22 23 = aa
|25 26 27 2 23 30 5 WND1
WND2

=+ WND3

WND4

Sync Control X & Pl A

2.2.2.4.3 video playback

Click the play button to start video playback of the currently selected window.
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9770411874947_1 - 2017/12/01 00:00:16 451.43

[« 2017 » « Dec b

Mon. Tue. Wed.Thu. Fri. Sat. Sun.
[SHERE
7 T 9
3 14 15 16
2|22 k23

Sync Contral x B e A bW

Sync Control x > [T B ]

a’
WND1
WND2

-+ WND3
WND4

1> synchronization control: When selected, the playback control is valid for all windows

2> Playback Speed: Adjust the playback speed of video

3> playback control: playback of video control start, pause, stop, single frame playback, video
playback of the first segment, a video playback section, a video playback section, a video
playback of the last paragraph

4> View options: choice of single window view, 4, and 16 window view window view

5> Timeline: Displays recording time
6> Adjust Timeline Display: 16-window view, click scrollable window display other time
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2.2.2.5 Export recording equipment

/01113112 > — & X

B Home @ Device Man [ RIEVEEN

®9770411874947_1 (60 SEC)
2017/12/01 13:40:22
017/12/01 1: 22

®9770411874947_1 (60 SEC)
2017/12/01 1: 22
017/12/01 1: 2

®0770411874947 1 (60 SEC)

9770411874947 1 (60 SEC)
2

:22 9770411874947 1 - 2017/12/01 00:00:50 937.224 Kbps

9770411874947 1 (60 SEC)
[ 2017/12/01 13:45:22

4 2017 »
Mon. Tue. Wed. Thu.

Sync Control L I ST
aa
WND1
WND2
= WND3
WND4

1> Click "File List" arrow

2> Select Export Video window
3> Select the video file you want to export
4> Click Export
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2.2.3 Electronic Map

Select "Map" in the main interface to enter the electronic map related interface.

B Home Electronic b

2.2.3.1 Editing Electronic map

9
Clicked D}

X O]

@ Map| ®<Video  © Other % Propertys

,Enter the map interface.

Monitor Client 2017/12/0111:3620 B — & X

218190.166
190180
190186

190.205

= 17218196109

Map editing interface function introduction:
1> Delete electronic map
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2> Delete the element nodes on the electronic map
3> Add elements, including cameras and other items (request)
4> The attributes of a map or element

2.2.3.1.1 Edit Electronic map

Clicked select customized map,When selecting customized map,the new custom

map will pop up the "add custom map" dialog box, fill in the name and select the source of the
image, and click "ok" to complete the addition of the custom map.

MName

Image

After adding the success, the remaining operations are equivalent to adding gis maps,
followed by a gis map as an example.

2.2.3.1.2 Add camera elements

Click add element [camera] to drag the required camera to the location of the map.Click
save as you add. Map size can be achieved by sliding mouse.
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Monitor Client 2017/12/0111:41:23 B — & X

A @ O

©Other '© % Propertys

172.18190.166 1
v & Server

v & 172.18190.166

o 172.18.190.180
- 18.190.186
o 172.18.190.205
o= 172.18.19

o 172.18.190.

o 172.18.19

™ 1721819

- 1721819

= 172.18.19.

™ 17218194183
o 172.18.194.2;
o 172.18.195.1

o 17218195135

2.2.3.1.3 Add other elements

Clicked[Additional Items]to drop to the map,Then click

save as prompted.
® Home

A [ ® O

9 Map

Monitor Client 2017/12/0111:43:47 > — & X

& Propertys

W Hot r
Name 172.18190.166_1

I testhot

LETEER Y

Notice:

When other elements need to be modified, you can modify them directly on the map.
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2.2.3.2 Preview Electronic map

%61

Clicked =, Switch to the electronic map preview interface.

Monitor Client 2017/12/0111:45:23 B — & X

B Home # Electronic

W
M, testhot”™
VETRR L

172181901661 "

The double - click element displays the real-time monitoring image of the associated

monitoring point.

f testhot’

172.18.190.166_1

48



2.2.4 Export List

See video of the export list information.

ER Home W View(zx2) g Store Vi

2017/12/01 16:08:05 Export20171201160124T020171... 172.18.193.153.1  0:1:0

Click "finish" to become "detailed information". Click on the corresponding location of video

file in the list, and click the video path to quickly jump to this location.

State: Down

‘a0 @ 7 172.18.193.149.1
B W~ Q #BF
Toaem 0 mall ~ EEEE x| H
@) Airbrop = 20171201152927..71201152949.mov <% F43:31 75MB  Q
E mwrrEsE
¢ iCloud Drive
A MEREF
B 53
i som
O 8
He=x
1 &F
B BR
m‘ CosB
e
TERR
) vmMstite for. .

2 & Macintosh HD » B8 BF » & CosB > B Export » [B9172.18.193.149.1
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3 Logout

1> Quit System

2> Log out of the system
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